Docket No.: 2002.04.001.WSO > 

Applicant: Williain Joseph Semper 

Application No.: 10/066,248 I DCDI ArCIACliT 

Filing Date: January 3 1 . 2002 nkFLnUCfVICIl | 



1/4 




TO / FROM PUBLIC 

PHONE SYSTEM 
AND / OR INTERNET 



140 



100 
/ 



MSG 



131 



122 

.A- 



/ jMs}-~-111 



/ 

/ 

/ 

r 



102- 



BS 



\ 



MS 



113 



I 



■ ^ ^-^ I 



TO / FROM PACKET 
DATA NETWORK ^50 

\ 145 

"1^ 



DCN 



\ 



121 



BS 



•101 



4 

/ / 
I 

/ 

/ 

/ 

/ 

/ 

A 



112— MS 



/ 



Y 



BS 



123 

\ 
\ 

\ 

\ 
\ 

•103 ' 
/ 
/ 

/ 



[msI— 114 / 



\ 



FIG. 1 

(PRIOR ART) 



Docket No.: 
Applicant: 
Application No.: 
Filing Date: 



2002.04.00 l.WSO 
William Joseph Semper 
10/066,248 
January 31,2002 



REPLACE 



2/4 




m 


O 


o 


o 


csi 


C\J 


CN 


CN 

/ 






CO 






1- 


cn 








< 

o. 

OJ 



CN 



4> 



o 
in- 

CN 



LU 

> 

Q- CO 



in 

CN 



I 



a: 

LU 

> 

LU 
O 
CO 



LO 

CO- 

CN 



I 



a: 
















Id 


-z. m 




il 


<UJ 












O LU 




o 





o 

CO 
CN 



LO 

CN- 

CN 



o 

CN 



CO 
I- 
CD 



LU 
—J 
—I 

o 
a: 
h- 

o 
o 



on 

LU 



O 



o 
o 



o 

CN 



Docket No.: 
Applicant: 
Application No.: 
Filing Date: 



2002.04.001. WSO 
William Joseph Semper 
10/066,248 
January 31,2002 



REPUCEMENT 




3/4 



330 



SERVER 




FIG. 3 



Docket No.: 
Applicant: 
Application No.: 
Filing Date: 



2002.04.00 1. WSO 
William Joseph Semper 
10/066,248 
January 31, 2002 



REPUCEMENT 



4/4 



400 
\ 



(start) 



BASE STATION 101 SETS RADIO LINK PROTOCOL 
410-H IN NON-RETRANSMISSION MODE AND SENDS HIGH 
SPEED PACKET DATA TO MOBILE STATION 112 
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BASE STATION 101 SENDS A HANDOFF 
REQUIRED MESSAGE TO MSG 140 WITH SCH 
AND RLP CONFIGURATION INFORMATION 
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MSG 140 SENDS HANDOFF REQUEST 
MESSAGE TO BASE STATION 103 WITH SCH 
AND RLP CONFIGURATION INFORMATION 



440 



BASE STATION 103 SENDS HANDOFF REQUEST 
ACKNOWLEDGMENT MESSAGE TO MSG 140 
ADVISING WHETHER BASE STATION 103 CAN 
SUPPORT HIGH SPEED PACKET DATA CALL 
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IF BASE STATION 103 CAN SUPPORT 
HIGH SPEED PACKET DATA CALL THEN 

BASE STATION 103 CONNECTS TO PDSN 



460 



FIG. 4 



MSG 140 SENDS HANDOFF COMMAND MESSAGE 
TO BASE STATION 101 AND BASE STATION 101 
SENDS HANDOFF DIRECTION MESSAGE TO 
MS 112 HANDING OFF HIGH SPEED PACKET DATA 
CALL ON SCH TO BASE STATION 103 
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BASE STATION 103 RECEIVES HIGH SPEED PACKET 
DATA CALL ON SCH STARTING AT NEXT RLP FRAME 
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BASE STATION 103 SENDS HANDOFF COMPLETE 
MESSAGE TO MSG 140 AND MSG 140 SENDS CLEAR 
COMMAND MESSAGE TO BASE STATION 101 
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